
 

C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  20190402-EX27708 

Report Reference  EX27708-20190327 

Issue Date  2019-APRIL-02 
 

 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 
Page 1 of 1 

Issued to:  OLVO FLOW EQUIPMENT CO LTD 

No. 300, Cuishan Street, Xinan Road 

Anqiu 

Shandong 262100 CHINA  
   

This certificate confirms that 

representative samples of 

 GATE VALVES  

Resilient Gate Valve, Models C501,F401, G100 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate.  

   

Standard(s) for Safety:  UL 262, Gate Valves for Fire Protection Service 

Additional Information:  See the UL Online Certifications Directory at  

https://iq.ulprospector.com  for additional information. 

 
 

 
This Certificate of Compliance does not provide authorization to apply the UL Mark.  Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
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DESCRIPTION 

 

PRODUCT COVERED: 

USL-Resilient Gate Valve 

 

Model Pattern Size, NPS 

Rated 

Pressure

, psig 

End 

Configuration 

C501 OS&Y 2”,2-1/2”,3”,4”,6”, 

8”,10”,12” 

300 F by F 

F401 OS&Y 2”,2-1/2”,3”,4”,6”, 

8”,10”,12” 

300 F by F 

G100 OS&Y 2”,2-1/2”,2-1/2”(76.1mm), 

3”,4”,6”(165.1mm),6”,8”,10” 

350 G by G 

 

Note:  

 

OS&Y – Outside Stem and Yoke; 

F – Flanged   G – Groove; 

 

Flanged end configuration complied with ANSI/ASME B16.1, Class 125; EN1092-1, 

PN16.  

Groove end configuration complied with AWWA C606.  

 

 

CONSTRUCTION DETAILS: 

 

Testing conducted in accordance with the Standard for Gate Valves for 

Fire-Protection Service, UL262, Eighth Edition revised Sep 04,2018. 

 

 

 

USE: 

 

The products covered by this Report are intended for use in accordance 

with the National Fire Protection Association Standard for Low Expansion Foam 

and Combined Agent Systems, NFPA 11; the National Fire Protection Association 

Standard for the Installation of Sprinkler Systems, NFPA 13; the National 

Fire Protection Association Standard for the Installation of Standpipe and 

Hose Systems, NFPA 14; the National Fire Protection Association Standard 

Water Spray Fixed Systems for Fire Protection, NFPA 15; the National Fire 

Protection Association Standard Deluge Foam-Water Sprinkler and Foam-Water 

Spray Systems, NFPA 16; the National Fire Protection Association Standard for 

the Installation of Centrifugal Fire Pumps, NFPA 20; the National Fire 

Protection Association Standard for Water Tanks for Private Fire Protection, 

NFPA 22; and the National Fire Protection Association Standard for 

Installation of Private Fire Service Mains and Their Appurtenances, NFPA 24. 

 


