
Flanged OS&Y gate valve 

   Flange table E

   CERtificate: FM approved

   STANDARD: Asme b16.1

  CONNECTION: flanged

   TEST: factory HYDRO TEST 450 psi 
 TEMPRATURE: 0°C TO 100°C

  W. PRESSURE: 300 psi
  SURFACE:EPOXY COATING AS RAL3000

 
d i m e n s i o n  -  w e i g h t s  -  q u a n t i t i e s

I n c h D N Psi L H  min (mm) H  max (mm) D b o lt s

3 80 300 203 408 490 200 4 x 3/4”

4 100 300 229 471 573 220 8 x 3/4”

6 150 300 267 601 755 285 8 x 7/8”

8 200 300 292 774 975 340 8 x 7/8”

10 250 300 330 939 1193 405 12 x 1”

 P A R T S P E C I F I C A T I O N

1 Body Ductile Iron A536, 65-45-12

2 Bonnet Ductile Iron A536, 65-45-12

3 Resilient wedge disc Ductile Iron A536, 65-45-12 + EPDM

4 STEM SS304 / SS420 / ss431

5 Yoke Ductile Iron A536, 65-45-12

6 Handwheel Ductile Iron A536, 65-45-12

M A T E R I A L  L I S T 

    Bolted Bonnet - Non-Rising Stem 
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