
 

 

 

 

 

 

 

  
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

internal polymeric bonded coating as per AS/NZs 4158 
Freezing weather precaution: subsequent to testing a piping system 

Drilled, tapped and plugged at Position A with 
1/2” valve sizes 21/2”-4”, 3/4” on 6”-8”, 1” on 10”-12”. 

an open position to allow drainage. 

 

1.  Valve Body Ductile Iron ASTM A 536 
 

2. wedge Ductile Iron ASTM A 536+EPDM 
 

 

3. Wedge Nut cusn5zn5pb5 

 Bronze ASTM B 584  

4. Dowel Pin Stainless Steel ASTM A 276 
   

5. O-ring 
EPDM

 

 rubber ASTM D 2000  

6. stem SS304/SS316   

                                              bronze C61400 non- corrosive Material   
 

 

7.  bonnet gasket rubber ASTM D2000 
 

 8. socket headcap screws CS ASTM A307/SS304  

9.  bonnet Ductile iron ASTM A 536 
 

 

10. stuffing Bronze ASTM A 536 
 

11.  threaded cs ASTM A 307 
 

 

12 . stuffing bushing bronze ASTM B 584 
 

 

13. stuffing gland ductile iron ASTM A 536 
 

 

14. nut stainless steel SS304 
 

 

15. socket head cap screw cs din 9021B/SS304 
 

 

16. yoke ductile iron ASTM A 536 
 

 

17. flat head screw cs ASTM A307 
 

 

18. yoke bush retainer  gray iron ASTM A126-b 
 

 

19. handwheel ductile iron ASTM A 536 
 

 

20. stem nut cusn5zn5pb5  

                                              bronze ASTM  B584 
 

 

21. hand wheel nut cs ASTM A194-2h/SS304 stainless 
 

 

    22.      Pipe plug            iron ASME b16.14 
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M A T E R I A L  L I S T 

 
 

 
 

Flanged 

 
   

 

     

    

   
  

 

    

     

  
 

table e flange 

65mm (2.5”) only comes in FM & UL 

 
 


